35 mm (diameter caulking tube)

Trim Edge distance

‘ 19.455 mm

CENTER LINE CENTER LINE
OPENEND | | | ¢ | § |

ADHERES TO: most metals, plastics & woods, glass, drywall, plaster,
granite, marble, ceramic & porcelain tile, stone, cement, composites,
formica, fiberglass, aluminum, rubber, & painted surfaces. Excellent for
most metal finishes such as chrome, bronze & nickel.
TYPICAL PRODUCT INFORMATION: Application Temp: 32°F to 120°F;
Service Temp: -60°F to 400°F; Coverage (3/16" bead): 13 Lin. Ft.; Full
Cure: 24 hrs.; Low Odor; CHEMICALLY CURING SEALANT - VOC 3%,
NON-PAINTABLE
INSTRUCTIONS: 1. Remove dirt, grease, moisture and old glue from
surfaces to be bonded. 2. Remove cap & cut nozzle to obtain desired
SILICONE 2® CLEAR bead size. 3. Apply glue to one surface in azigzag or “X” pattern. 4. Join
parts together and wipe away excess glue with mineral spirits. 5. Tape,
brace, or clamp as needed until glue dries, typically 24 hours.

S | L | C o N E gg'rn mcﬂamms& stOAr:z 3NDERWATERIAOUARIUM USE OR WHERE FDA

‘CAUTION' Contains  hexamethyldisilazane and
,methyltrimethoxysilane. May be harmful if inhaled or‘
;swallowed. Methanol and ammonia released during,

2
@ ,application and cure, which may affect the nervous,
=3 |system causing dizziness, headache or nausea.
g PREMIUM |Prolonged or repeated skin contact with uncured,
.. jadhesive may cause an allergic reaction and irritation. |
- GENERAL HOUSEHOLD & CRAFT PROJECTS 1Use in a well ventilated area. Do not get in eyes, on skin
"_T, 1or clothing. Wear gloves and safety glasses when:
= . 1applying product. Remove contact lenses before using1
o ADHERES TO: adhesive. Wash hands after using. DO NOT TAKE!
w Glass, Metal, Plastic, IINTERNALLY. FIRST AID: For eye contact, flush withi
) Rubber, Ceramic, Fiberglass, Iwater for 15 minutes. Call a physician if irritation develops!
= : Iand persists. For skin contact, wash with soap and water!
= Painted Surfaces, Wood limmediately. Call a physician if irritation develops. If!
I affected by inhalation, move to freshair. If ingested, do not!
w PERMAPET:T Y'bl Iinduce vomiting. Call a physician or Poison Control Center!
aterproo exible : Emedmely KEEP OUT OF THE REACH OF CHILDREN !

: WARNING: Reproductive Harm —
Shrink & Crack Proof ot pgsvyam,{gpsri'caﬂ;oyei im 7777777 J
LOW odor LIMITED LIFETIME GUARANTEE: Manufacturer warrants that this product,

when handled and used as directed, will meet the above specifications for as
long as you own your home. If not satisfied, return proof of purchase for
refund. This is the sole and exclusive remedy and Manufacturer shall not be
liable for any damages in excess of the purchase price. THIS WARRANTY IS
INLIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING
5 ANY WARRANTY OF MERCHANTABILITY OR FITNESS.

100% SILICONE GE is  registered trademrk of General Electric Company
and is used under trademeark lcense by Henkel,

Silicone 2.and 1 are registered trademarks of

Henkel andis afilates in the US and elsewhere.

Lifetime - Indoor & For questions or information:
Cal 1-877-607-7407 or visitwinw gesealans.com
Guarantee Outdoor ©2022 Honkel Corporation /30298205
Alights reserved.
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#1 BRAND!

Made in USA Henkel Corporation
(82.8 mL) ESPIRATORY TRACT. 0% "Ghenaiy ——
Read carefully other cautionsonbackpanel.  tE IR e Rocky Hill, CT 06067 o
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* CRIMP AREA
MAY VARY.
25mm (09843 | (Noless than 10mm)
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WITH YOUR FILLER

5mm (0.197")
Copy Free Area
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. FRONT PANEL e BACK PANEL
54.31 mm (2.138") 48.61 mm (1.9138")

FINAL WIDTH 110.121 mm (4.335")
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51SGS&CO SGS White SGS Contact: HENKEL CORPORATION SGS# 6737319 - 1 Digital Date
Palne, U i e e o com Barcode: 028756956846 Reference No: 30508006 # of Colors: 4 2022-03-31
'Deserlptlon: HENKEL CORPORATION GE Supreme Silicone2 Glue - Clear 2.8 fl 0z (82.8 || Printer: Dow Corning Plant Code: )
mL) English, Spanish Printer Location: N/A Mech/Sep Round #: 1
File Name: GE_30508006_SEP.pdf Print Orientation: Surface  Print Substrate: White Seal ID#: 30508006
End User: HENKEL CORPORATION
Barcode Mag: 80% Barcode BWA: 0.0030 Barcode NBW: 0.0074

Limitation of Liability: The supplied materials should be thoroughly inspected |mmsdlatsry upon receipt by the recipient for all content, placement and copy accuracy. It is also the responsibility of !he rsclplem printer to examine and proof read all supplied materials before producing image carriers and printing final product.

 Should the supplied materials be found to be incorrect please contact an SGS

“The liability of SGS shall be limited to correcting its own product. SGS will not be for any loss or damage including but not limited to the cost of product, print, image carriers, press delays, or other ancillary cost,)

PANTONE =~ PANTONE ~ PANTONE  PANTONE
871C 369 C 281C Black C

NET WT: 0.125"
SIGNAL: 0.11"
STATEMENT: 0.09”
OTHER: 0.063"
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RSN# 703669
FG IDH# 2823396
BULK IDH# NA

\S




